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FIG. 4 



FIG. 5 A 



PROGRAM TV SYSTEM WITH TELEVISION SIGNAL 
SOURCE, CHANNEL, AND TIMES OR TIMES ONLY 
FOR ACCESSING A TELEVISION GUIDE FROM A 
TELEVISION SIGNAL. 
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GUIDE FORMATION TRANSMITTED OVER THE AIR, 
VIA CABLE OR VIA SATELLITE IN VIDEO SIGNAL, 
VBI OR AUDIO. 



VIDEO CLIPS CAN ALSO BE SIMULTANEOUSLY 
SENT WITH THE GUIDE INFORMATION 



TV SYSTEM SEARCHES ALL CHANNELS RECEIVED VIA 

CABLE FOR GUIDE IN VIDEO SIGNAL, IF NO 
GUIDE FOUND, THEN VCR SWITCHES SWITCH TO 

THE ANTENNA INPUT AND SEARCHES ALL 
CHANNELS RECEIVED VIA ANTENNA FOR GUIDE IN 
VIDEO SIGNAL, IF NO GUIDE FOUND, THEN VCR 
SWITCHES SWITCH TO THE SATELLITE RECEIVER 
INPUT AND SEARCHES ALL CHANNELS RECEIVED 
VIA SATELLITE FOR GUIDE IN VIDEO SIGNAL. 



■908 



-910 



■912 



FIG. 5B 




STORE TELEVISION SIGNAL SOURCE AND 
CHANNEL IN WHICH TELEVISION GUIDE 
WAS DETECTED. 



■913 



TV SYSTEM DECODES GUIDE INFORMATION IN 
VIDEO SIGNAL, AND STORES GUIDE IN MEMORY. 



VIDEO CLIPS TRANSMITTED WITH GUIDE ARE 

RECORDED FOR LATER VIEWING(WHILE 
RECORDING IF INDEX COMMAND DETECTED IN 
VIDEO SIGNAL THEN WRITE VISS MARK ONTO 
CONTROL TRACK). 




SWITCH THE 


SWITCH TO 


CABLE 


OR TO 


PRESELECTED 


TELEVISION 


SIGNAL 


SOURCE. 





VIEWER USES GUIDE INFORMATION TO SELECT 
PROGRAMS TO VIEW AND/OR RECORD. 
USER CAN VIEW THE 
RECORDED VIDEO CLIPS AND USE GUIDE INFORMATION 
TO PROGRAM VCR TO RECORD TRANSMITTED 
PROGRAMS ASSOCIATED WITH THE VIDEO CLIPS. 
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